
A 3.5” inch acrylic tube filled with non-woven geo-textile that acts as a 

wick to draw moisture through the tube and out of the building.  At 

one end the tube is bent in a downward position to prevent wind 

driven rain from being forced back into the tube.  This unique bend 

also prevents water from running down the wall and re-entering the 

building.  The drain only tubes can be set into newly drilled or already 

existing weep holes.  The drain only tubes will not fill with sediment 

because of the fabric filters, which still allow water to pass through.  

Custom sizes are also available. 
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Manufacturer : 

299 Welton St. 

Hamden, CT 06517 

Phone: 203-562-9948 

Toll Free: 800-922-4623 

Fax: 203-562-2053 

E-mail: Answers@chargar.com 
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Advantages: 

 Non-clogging 

 Non-collapsing  

 Durable 

 Simple Installation 

 Modern Design 

Technical Data 

Thermoplastic Acrylic 

Filter Fiber 

3.5” Length x 1/4” I.D. x 3/8” O.D. 

Installation 

Drill weep hole  3/8” and blow out 

with compressed air before installing 

the Drain Only Weep Tube 

Warranty: The Chargar Corporation warrants its products to be manufactured free of defects.  Under this warranty 

we will provide, at no charge, replacement materials for, or refund of the purchase price of any product proven to be 

defective when installed in accordance with out published recommendations and in applications considered by use 

us suitable for this product.  This warranty is in lieu of any and all other warranties, expressed or implied, and in no 

case will The Chargar Corporation be liable for incidental or consequential damages. 


